
Digital Super Hybrid System

KX-TD308
Control Unit

KX-T7436
Enhanced Display Set

KX-TD308
 3 CO Lines and 8 Extensions
 Super Hybrid System
 eXtra Device Port (XDP)
 Caller ID*
 Direct Inward System Access*
 Fax Detection*
 Voice Mail Integration
 
 * An optional card is required.

Panasonic



The Small System That Thinks B
The telephone is your main source of communication - your link to 
friends, business partners, customers, and even family members both 
inside and outside the house. The Panasonic KX-TD308 is the phone 
system which can support your business and personal needs.
The Panasonic KX-TD308 supports three outside (CO) lines, eight 
digital extensions and up to an additional eight analogue extensions. 
As a “hybrid” system it can accommodate any single line device such 
as an answering machine, fax, PC modem; as well as Panasonic 
digital proprietary telephones. 
The eXtra Device Port (XDP) instantly provides you with four 
additional analogue extensions on any of four digital telephones (or 
any of eight digital phones with the optional expansion card). Just 
plug a single line device (such as a fax) in the back of a digital phone 
and you can use the digital phone and the fax simultaneously!
The Panasonic KX-TD308 is ideal for small business or home offices 
requiring a flexible system with a high degree of sophistication.

• Flexible Configuration
The Panasonic hybrid system offers all the advantages of a fully 
digital system. It supports Panasonic digital and analogue 
proprietary sets as well as single line devices such as fax, 
cordless phones, etc. If you have an older Panasonic system 
you can connect all of your old sets to the new digital system.

• Simple Expansion
Panasonic offers you unprecedented flexibility and expansion 
power with XDP. Every digital system phone is equipped with a 
built-in eXtra Device Port, enabling you to directly connect any 
single line device right into the phone, right on your desk, at any 
time. All it takes is a standard telephone cord with modular jacks 
at each end. 
No special adaptors. No additional programming. 
No special circuit cards. No costly rewiring. 
XDP instantly provides you with a separate extension, so you 
can use both communication devices simultaneously. Fax a 
document while talking on the telephone. Have a phone 
conversation while transferring a data file from your PC to 
another PC. Each desktop in your office can be customized to 
the communications requirements of the individual station user. 
XDP gives your communications speed, flexibility and mobility... 
to help you run your business more efficiently.

eXtra Device Port Application:
• Facsimile Machine
• Single Line Telephone
• Computer Modem
• Cordless Phone

• Answering Machine
• Fax / Data Modem
• Credit Card Verifier

• Efficient Call Handling
Caller ID*  
The system is compatible with Caller ID, 
which allows the user to see the caller’s 
information on Caller ID- compatible 
phones. Proprietary display telephones can 
be used to access the Caller ID log for the 
15 most recent calls.

Direct Inward System 
Access (DISA)* 
This feature allows callers to reach any 
extension without having to go through an 

attendant. Outside callers hear a greeting 
message and a menu selection designed 
by you. The caller then dials accordingly 
and is automatically transferred.

Fax Detection*
When the system receives a fax  
transmission signal by DISA, it 
automatically connects to the specified fax 
extension. Fax calls can be received day or 
night without an attendant and there is no 
need for a dedicated fax phone line.
* A special Panasonic optional card is required to enable this 
   feature.

Phantom Extension
For call routing flexibility, you can assign 
a second extension number to several 
phones. This allows the system to ring a 
group of phones with the same second 
extension number. All phones in the group 
have an appearance of the second 
(phantom) extension on their phones. 
This is very beneficial to an attendant who 
has to transfer a call to multiple agents or 
attendants.
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Big
• Economical Cost Management
Automatic Route 
Selection (ARS)
This feature automatically selects the least 
cost route for an outgoing call and 
eliminates the need to dial carrier access 
codes.

Station Message Details 
Recording (SMDR)
The KX-TD308 can record or print out call 
information such as date, time, extension 
number, dialed number, duration, etc. 
SMDR information can help you manage 
long distance costs, staff productivity and 
phone system usage.

• Voice Mail
  Integration
The system can be digitally integrated 
with a Panasonic voice mail system* or 
provide analogue integration with other 
voice mail products.
* Panasonic Voice Mail models provide you with special
   value-added features.

• KX-T7400 Series Digital Proprietary Telephones (DPT)

KX-T7436                       KX-T7433                          KX-T7431                          KX-T7425                          KX-T7420

• Features List
• Absent Message
• Account Code Entry
• Automatic Hold by CO / DSS
• Automatic Route Selection
• Background Music (BGM)
• Bilingual Display Selection
• Busy Lamp Field [BLF]
• Call Forwarding
• Call Hold (Trunk / Intercom)
• Call Logging
• Call Park
• Call Pickup (CO Call / Group / Directed)
• Call Pickup Deny
• Call Transfer
• Call Transfer (Screened / Unscreened)
• Caller ID* 
• Caller ID to RS-232C Port*
• Class of Service
• Conference Call (3-Party / Unattended)

• Direct Inward system Access (DISA)*
• Do Not Disturb
• Electronic Station Lockout
• Emergency Call
• Exclusive Hold (Trunk / Intercom)
• Extension Directory
• eXtra Device Port (XDP)
• Flexible Numbering
• Floating Station
• Hands-free Answerback
• Intercept Routing
• Limited Call Duration
• Message Waiting
• Night Service
• One Touch Dialling
• Paging (Internal / External)
• Paralleled Telephone Connection
• Phantom Extension
• Redial (Last Number / Saved Number)

• Speed Dialing Directory (System / Station)
• Speed Dialling (System / Station)
• Station Hunting (Circuit / Termination)
• Station Message Detail Recording (SMDR)
• System Administration - via DPT
• System Feature Access Menu
• System Working Report
• Timed Reminder
• Toll Restriction
• Toll Restriction Override via Account Code
   Entry
• Toll Restriction Override via System Speed
   Dialling
• Trunk Answer From Any Station (TAFAS)
• Trunk Name Display
• Voice Mail Integration
* An optional card or equipment is required.

Panasonic KX-T7400 series telephones gives you the advances 
featured of Digital Super Hybrid Telephone System. 
The JOG-DIAL, with Liquid Crystal Display (LCD) models, makes 

call handling easier. You can access the Call Directory using 
the JOG-DIAL and make a call by a name or number stored in 
the directory.

KX-T7436 KX-T7433 KX-T7431 KX-T7425 KX-T7420
Alphanumeric Display (Lines x Characters) 6 x 24 3 x 16 1 x 16 – –
Flexible CO Line Keys 24 24 12 24 12
Feature Access Keys for LCD 13 3 Mode & Select – –
Handsfree Speech 
Off Hook Call Announcement (OHCA) – – – –
Whisper OHCA 
Off Hook Monitor – –
EXtra Device Port (XDP) 



D I G I T A L  S U P E R  H Y B R I D  S Y S T E M

System Configuration

Specifications
General Description

Optional Accessories
KX-TD30870   4 SLT Extension Expansion Card
KX-TD30891   Caller ID / DISA / Fax Detection Card
KX-T30865      Doorphone
KX-T30890     Headset

Panasonic Canada Inc.
5770 Ambler Drive, Mississauga, Ontario L4W 2T3
Tel.: (905)624-5010

System Capacity
              

3 CO (Outside)
Lines

KX-TD308 
Control Unit

Max. 8 Extension Lines

Max. 12 Telephones (8 digital / single line & 4 XDP / parallel):

Fax

Voice Processing
System

Standard
Telephone

Cordlessphone

KX-T7436 KX-T7433 KX-T7431 KX-T7425

XDP

Standard Telephone Answering System

Fax Cordlessphone

KX-TD30870 
Optional Card

KX-T30865 
Doorphone

Door Opener

Radio 
(External Music Source)

Amplifier
Speaker

ComputerPrinter

PanasonicPanasonic

 or 

Item Description
System Capacity CO Lines : 3 Analogue Lines

Extensions : 8 Extensions (max.16 with XDP)
8 Extension Port (4 APTs or DPTs with XDP, 4 DPTs), 
3 Analogue CO Lines, 1 Doorphone, 1 Door Opener, 
1 RS-232C Port, 1 External Music in, 1 External Pager, 
1 Power Failure Transfer Port

Dialling Conversion Tone to pulse, or pulse to tone
Connections CO lines : 6 pin Modular Connector
Stations : 50 pin Amphenol
RS-232C : D-SUB (9-pin)

SMDR (Station Message Interface : EIA (RS-232C)
Detail Recording) Detail Recording : Date, Time, Extension Number, CO Line 

Number, Dialed Number, Call Duration, Account Code
Power Source AC 120V,  60Hz
Environmental Requirements 0 ~ 40° / 32 ~ 104°F, 10 ~ 90°

APT : Analogue Proprietary Telephone

Item Maximum Quantity
Operator 2
System Speed Dialling 100
One-Touch Dialling 24 per station (proprietary telephone)
Station Speed Dialling 10 per station
Call Park 10
Absent Message 9
Message Waiting 16
Toll Restriction Level 8
Extension Group 8
Class of Service 8
Caller ID 100
Account Code 20
Phantom Extension 16
Service Unit 1
CO Line 3 CO Lines
Extension Jack 1 (Amphenol connector)
Doorphone 1
Door Opener 1
External Pager 1
External Music Source 1
Dimensions (H) x (W) x (D) 625/32” x 1215/32” x 31/16” (172mm x 317mm x 78mm)
Weight 3.08 lbs. (1.4 Kg)

Design and specifications are subject to change without notice.  15M79SK-TD308.C 1   Printed in Japan


