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APPROVED LAYOUT
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AMPLIFIER 388 —~ e
DO NOT FIT THE AMPLIFIER NEAR RADIATORS OR WHERE
EXPOSED TO SUNSHINE.
CORDS l44ins or 216ins CORDS ARE AVAILABLE FROM SUPPLIES
DEPT FOR USE IN AWKWARD SITUATIONS ;

HOWLING MAY LIMIT THE AMOUNT OF GAIN OR VOLUME THAT
CAN BE USED WHEN THE INSTRUMENTS ARE,

PLACED TOO CLOSE TOGETHER
USED IN SMALL ROOMS WITH NO SOFT FURNISHINGS
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RTC ENG SECT N5 INT 0432

CONMNECTIONS AMPLIEIER STRAPS & LIME

Encuige iF LINE LOOP RESISTAMCE 18 OVER OF UNOER 500 & COMMECT AS SHOWM BELDW

UNDER 500 OVER 500.
6 ® )
& -1 ©
52 @ e ®
A llE..G_.g m‘_,_. STRAFP i2-13 3 A LE_G_g g--—— STRAP [3-14
8 le 8 le ) -
& @ 1'.? -’.‘ & = 3 .
@ _| © -0 ® =) =1 )
LR LE. tl'B'LEG, e50®] " T'g LecG
SETTING UP.

OPERATE OM REY  ——fme

SELECT LOW VOLUME POSITION —p --..\‘
DlAL 3 TO REMOVE DIAL TOME

- LOOSEN AMPLIFIER REC VN LOCKING SCREW
f- —a— TURM ADJUSTEA WINGS UNTIL HOWLING JUST STOPRS
r MTIGHTEN LOCKING SCREW
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