AUTODIAL 402A
(Mono Call-maker)
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MANUFACTURER A.P. Besson Lad.

SUPPLIER BTE Consumer Products.
&
EQUIPMENT The Autodial 4024 is a single-number callmaker capable of storing and

pusling out a single customer-programmable number of up to 23 digits.
PABX access pauses of approx 3 seconds may be entered whilst
programming numbers by pressing the ** button, each pause will reduce
the stored number capacity by one digit.

The stored number is programmed by removing the lid of the unit and
holding down the square white ‘programming’ button whilst keying in the
number. The number may be programmed with the Autodial ‘on’ or ‘off
Line’.

The number may then be pulsed out by lifting the handset of the associated
telephone and pressing the ‘call button’ or the ‘#’ button on the callmaker.
The unit is intended for use in ‘Harsh Environments’ as defined in BS2011
and is honsed in a case designed to prevent the ingress of dust or moisture.
A separate press buttun must be litted tv or near to the associated telephone
to activate the callmaker, once dial tone has been received.

The associated telephone may be fitted with a dummy dial to prevent
unauthorised calls being made or may have a Dial Auto 28 FA (9 only
Dial) 1o permit Emergency use. Whenused-as—amratd Tor the iandicapped

pstrument.—
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FIELD OF USE Suitable for use on PELs or PABXs that respond to 10pps pulsing.
: The Autodial 4024 Supersedes the Autodial 401 A for hew work and
maintenance purposes when supplies of Autodials 401 A™arl'E exhausted.

5 BT supplied and rented units used in AA or RAC roadside ielephone boxes ;
should be hard wired as Line Jack Units are not suitable for wsc in external
environments. .
3 3= g pade HImie
CONNECTIONS The Autodial 4024 is supplied with a linc cord terminated on a-Line Jack™

Unit30/7A-for-uscim Phone Sockersar thown-below.
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Fig. 1. Autodial 402%> - Connections as issued.
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FAULT ESCALATION
DOCUMENTATION

POWER
REQUIREMENTS

SPARES

LINE TESTING

ENQUIRIES

None during working life, replacement due when battery life expires,
approx 7 years from manufacture.

Functional testing, cord replacement or unit changeout when faulty or
when battery life expired.

_Disconnect from line before working on autodial or the associated

telephone, do not allow the “call button™ leads to come in contact with any
other leads. Care must be taken not 1o touch internal components when
changing the line cord.

Normal A 646 procedures apply.

User guide (supplicd with Autodial)
The pulsing circuitry of the Autodial 402A/ is line powered and requires no
external power supplics. The stored number memory is maintained by a

non-replacable Lithium battery enabling the callmaker to be programmed
ofl-line if required.

8 e 701
Autodial 4024, Grey (ltem Code 4F169)

Whilst “on-hook™ the transistorised loop detect and pulsing circuits cause a
continuous drain of approx 5 micro Amps to line, this may result in *Low
Loop” line test conditions. The loop detect circuit inserts 4 68 oh

resistance in series with the telephone loop. 447

Technical enquiries should be referred to Regional Service groups who will
contact BTHQ 1.CS/Customer Maintenance 2.3 as necessary.

ADDITIONAL COPIES

PRESTEL

Available via LCS/Customer Maintenance 3.2, 100-110 High Holborn,
London, WCIV 6LD. 01-432 2727 via Regional Service Group.

Maintenance Information on Prestel Page 540024.




